////3/ 79 j P12 1077 " W,b/;/

" m‘,..”u-cmnununnnumnm,“
(LT

' .
f“' | protective coatings TRANSPORTATION
i i
' SAFETY
caulliing compounds
: g contp CLASSIFICATION
] .
! dealants o adliesives SHEET

; i S o irevepeseeasnett > ]
P —— . L-w<PRODUCT _ PR-1201-Q

SECTION I - DOMESTIC TRANSPORT & INTERNATIONAL AIR TRANSPORT
Classification under DOT (Department of Transportation)regulations from Title 49 of the
| U.S. Code of Federal Regulations and under IATA (International Air Transport Associa-
§ tion) Restricted Articles Regulations.

f - |_COMPONENT PART A (Accelerator) PART B (Base Compound)

; PROPER SHIPPING Oxidizing Material N.0.S.

| NAME (1ead dioxide) _{Cement,Liquid N.0.S. (sealant)
i IATA NUMBER 1336 2309 '

| HAZARD " - o

i CLASSIFICATION Oxidizier Flammable Liquid

; FLASH POINT (PMCC) | Not Applicable . >73°F

§ LABEL REQUIRED o | L

; UNLESS EXCEPTED Oxidizer Flammable Liquid

| ,

SECTION II - INTERNATIONAL MARITIME TRANSPORT
Classification under IMCO International Maritime Dangerous Goods Code

COMPONENT PART A (Accelerator) PART B (Base Compound)
IMCO PROPER SHIP-

P?NG NAgE INCLU- Oxidizing Substances, N.0.S Cement

DING TECHNICAL (1ead dioxide)

NAME

.U.N.NUMBER 1479 1133

HAZARD CLASSIFI- Oxidizing Agent Inflammable Liquid
CATION ‘

HAZARD CLASSIFI- : 3

CATION NUMBER 5.1 3.

IMDGC PAGE 5055 . 2123

' - BOE-C6-0203287



